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Maintenance NEURO FLEX MAX, NEURO LOCK, NEURO LOCK MAX

This online tutorial shows the maintenance of our locked system knee joints:

NEURO FLEX MAX

NEURO LOCK

NEURO LOCK MAX

The system components must be checked for wear and functionality every six months. Here, we give
you a detailed overview of the work steps to be taken at every maintenance, using the NEURO FLEX MAX
with step lock function as an example.

You will find further information on each system joint in the instructions for use.

Furthermore, you can find the online tutorials for each locked system knee joint under the “Joint
Assembly” section.

https://www.fior-gentz.de/fileadmin/user_upload/pdf/produktbeilagen/PB2400-GB_Instructions_for_Use_for_Orthotists_or_Qualified_Trained_Experts_Locked_System_Knee_Joints.pdf
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Maintenance NEURO FLEX MAX
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Step 1/11

You can find information on system components that have to be checked particularly carefully during
maintenance in the instructions for use under “Maintenance”.
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Step 2/11

Check if the lock function works without play. If there is play, new locking parts are necessary.
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Step 3/11

Check if the system joint moves without lateral play. If there is play, tighten the screws again and/or
replace worn sliding washers.
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Step 4/11

Check if there is play around the axis. If there is play, replace the bearing nut and the sliding bushing or
put them in.
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Step 5/11

Check if the system joint moves freely. Bring the system joint in extension. In order to check the flexion,
hold the orthosis in a horizontal position and then let go of the femoral shell. The femoral shell should
smoothly fall downward up to the maximum possible flexion angle.
If the system joint does not move freely, mount the next thinner sliding washers.

Note: At a bilateral orthosis, only check one system joint at a time.
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Step 6/11

Disassemble the system joint completely.
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Step 7/11

Clean all parts and thoroughly test them for wear.
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Step 8/11

- damaged sliding washer
- worn out bearing nut
- worn out screw

Replace damaged or worn system components.



Last Update: 08 December 2022 11/14 NEURO FLEX MAX, NEURO LOCK, NEURO
LOCK MAX

Step 9/11

- worn out step lock gearing

The step lock pawl and step lock stop disc must always be exchanged together.
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Step 10/11

- worn out locking components

If there is play, the locking pawl has to be exchanged for the next longer one (see instructions for use).

https://www.fior-gentz.de/fileadmin/user_upload/pdf/produktbeilagen/PB2400-GB_Instructions_for_Use_for_Orthotists_or_Qualified_Trained_Experts_Locked_System_Knee_Joints.pdf
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Step 11/11

Please note the online tutorials for the joint assembly of the locked system knee joints in order to
reassemble the system joint.

https://www.fior-gentz.de/en/online-tutorials/online-tutorials-for-orthotists/neuro-flex-max-neuro-lock-neuro-lock-max.html
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